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DIMENSIONS IN MILLIMETERS 

(MM) 

UNLIMITED DIMS �#� :

MATERIAL :

PART NO :

DRAWN BY

APPROVED

CHECKED

CONFIDENTIAL PROPERTY OF
 MNE POWERQUIPS PRIVATE LIMITED. 

WEIGHT :

SCALE

ISSUE

OF

TOOL LOCATION

TOOL PART NO.

'C OF G'

45 MM
MIN.AIR ENTRY 
REQUIRED

'L'

'A'
'B' 158

FLANGE
12

OPENING
70

THICK
3
'G'

SPIGOT
5.5

312

6

180
178

'Y1'
'Y2'

62

'�n�S'

409.52
409.47

MAX
13

335

380

'X'

127
142.5

280.5

MACHINE DIMENSIONS

FRAME  "L" "C OF G"  "A" "B" NETT WEIGHT (Kg)

AE11D 410 195 160 220 105

AE11E 430 205 180 240 115

AE11F 450 215 200 260 128

AE11G   480    230   210   290        140 

AE11J   510    245   225   320        152

AE11L 545 260 240 355 164

 FOOT PRINT DIMENSIONS

ARRANGEMENTCENTER HEIGHT "X" "Y1" "Y2"

STANDARD 180 279  203 238

CUSTOMIZE VARIOUS>=180 VARIOUS>=279  VARIOUS>=125

COUPLING DISC DIMENSIONS

SAE NO. "G" "P" "Q" "R" "S"

8 62 6 11 244.5
263.42
263.47

10 53.8 8 11 295.3
314.22
314.27

11.5 39.6 8 11 333.4
352.32
352.37

NOTES :
 
 1. REMOVABLE COVER FOR ACCESS TO AVR ON LHS OR RHS
 2. TOLERANCE ON FOOT HOLES �#�1 mm
 3. Y1 OR Y2 HOLE IS PREFERRED FOR MOUNTING THE
    1 BEARING MACHINE 

AE 4-POLE, D/E/F/G/J/L
SAE 3 ADAPTOR, STANDARD TERMINAL BOX

A.C. GENERATOR 

AE001

B

01   01

SMJ

SMJ

SMJ

21JULY20

21JULY20

21JULY20

0.1

 �n�11 12-HOLES 
EQUI SPACED ON 

428.6 PCD

 "Q" DIAMETER "P"   
HOLES EQUI SPACED  
ON "R" PCD

COUPLIN SCREWS TO 
BE TIGHTENED TO A 
TORQUE OF 70-75 Nm 

4X M6 HOLES   
FOR BODY EARTHING
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